
Quick Connectors

Polypropylene quick connectorsＱＣＪ Type

SURPASS INDUSTRY CO.,LTD.

Features

◎PP-made quick connectors
◎It is easy detached by the one-touch connection method
◎Non-spilled connectors(Liquid remains less than

0.1ml every disconnected)
◎Color helps identify a type of O ring material
◎Compact and lightweight design

Specification

Withstanding Pressure
(Water Pressure) 

Liquid Temperature

Connection Size

Wetted Parts Material

MAX 1.0 MPa

10～50℃

1/8in or 1/4in Barb fitting

PP、SUS304、FKM / EPDM (O ring Material)

型 式

● Plug

● Socket

connected Tube size

1/8 ： ID 1/8in

1/4 ： ID 1/4in

Connected Tube size

1/8 ： ID 1/8in

1/4 ： ID 1/4in

O ring

V ： FKM

E ： EPDM

O ring

V ： FKM

E ： EPDM

QCJ － W□ － 2P － □VF

QCJ － W□ － 2S － □VF

MOQ: 10

Operating  pressure 0～0.5MPa
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Demenstions

● QCJ-W□-2P-1/8VF

● QCJ-W□-2S-1/8VF

● QCJ-W□-2P-1/4VF

● QCJ-W□-2S-1/4VF

Color of Identification  Ring and 
Slider

V ：

E ：

Gray
Blue

Indentification ring

Indentification ring

Barb  1/8in

Barb 1/8in

Barb 1/4in

Barb  1/4in

Slider

Slider
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